Chromrand 8 mm
7-takt 145mm Du.

7-takt 180mm Du.

7-takt 220mm Du.

Chromrand 4 mm

7-takt 145mm Du.

7-takt 180mm Du.

7-takt 220mm Du.

Typennummern von EGO Kochplatten 7-takt

vor 1975

ab 1975

zusatzlich Angabe zusétzlich Angabe

der Spannung
erforderlich

HR 14453.02

HR 14463.02

HR 18453.02

HR 18463.02

HR 22453.02

HR 22463.02

der Spannung
erforderlich

12.14453.02
12.14453.02
12.14463.02
12.14463.02

12.18453.02
12.18453.02
12.18463.02
12.18463.02

12.22453.02
12.22453.02
12.22463.02
12.22463.02

ab 1986

separate
Typennummern far
220V und 380V

12.14453.021
12.14453.022
12.14463.022
12.14463.021

12.18453.021
12.18453.022
12.18463.022
12.18463.021

12.22453.021
12.22453.022
12.22463.022
12.22463.021

13.14453.020
13.14463.020
13.14474.020

13.18453.020
13.18463.020
13.18474.020

13.22453.020

ab 1995

Spannungsumstellung

220V->230V
380V->400V

12.14453.025
12.14453.194
12.14463.196
12.14463.197

12.18453.025
12.18453.196
12.18463.194
12.18463.198

12.22453.025
12.22453.199
12.22463.018
12.22463.019

13.14453.040
13.14463.040
13.14474.040

13.18453.040
13.18463.040
13.18474.040

13.22453.040

ab 2016

ECODESIGN
Stufe 1

12.14453.001
12.14453.002
12.14463.196
12.14463.197

12.18453.001
12.18453.002
12.18463.194
12.18463.198

12.22453.001
12.22453.002
12.22463.018
12.22463.019

13.14453.002
13.14463.040
13.14474.040

13.18453.002
13.18463.040
13.18474.040

13.22453.002

ab 2017

ECODESIGN
Stufe 2

18.14453.001
18.14453.002
18.14463.196
18.14463.197

18.18453.001
18.18453.002
18.18463.194
18.18463.198

18.22453.001
18.22453.002
18.22463.018
18.22463.019

19.14453.002
19.14463.040
19.14474.040

19.18453.002
19.18463.040
19.18474.040

19.22453.002

Durchmesser Leistung Spannung Anschlisse

mm

145
145
145
145

180
180
180
180

220
220
220
220

145
145
145

180
180
180

220

Watt

1000
1000
1500
1500

1500
1500
2000
2000

2000
2000
2600
2600

1000
1500
1500

1500
2000
2000

2000

Volt

400
230
230
400

400
230
230
400

400
230
230
400

230
230
230

230
230
230

230

Protektor
schaltet

-750W / KI.1
-750W / KI.1

-850W / KI.1
-850W / KI.1

-850W / KI.1
-850W / KI.1

-750W / KI.1
-1000W / Kl.4

-850W / KI.1
-1150W / Kl.4



